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DECLARATION OF PERFORMANCE

DOP/BB/180809123

1. Unique Identification Code: 180809123 — 6.3 / 14mm (BLK - Block mix )
2. Intended Uses: Aggregate for Concrete

3. Manufacturer: Churchill Stone Ltd, Churchill, Letterkenny, Co Donegal

4. Authorised Representative: N/A

5. Systems of AVCP: System 2+

b6a. Harmonised Standard: EN 12620:2002+A1:2008  6b. Notified Body: NSAI: 0050-CPR-0689

7. Declared Performances:

Aggregate Type Declaration Meta- Dolerite EN932-3
Particle Shape Category Fl3s EN933-3
Particle Size Designation 6.3/14mm EN933-1
Tolerance Category Gc 90/15 EN933-1
Particle Density Declared Value 2.84 Mg/m? EN1097-6
Shell Content Category NPD EN933-7
Resistance to fragmentation Category LA20 EN1097-2
Resistance to Polishing Category NPD EN1097-8
Resistance to Abrasion Category NPD EN1097-8
Chlorides Declared Value <0.01 EN1744-i
Acid Soluble Sulfate Category ASo.2 EN1744-1
Total Sulphur Category SEEY EN1744-1
Water soluble sulfates of recycled aggregates Category SSo2 EN1744-1
Constituents which alter the rate of setting
and hardening of concrete Category NPD EN1744-1
Influence of recycled aggregates on initial
setting time of cement Category NPD EN1744-1
Carbonate Content Declared Value NPD EN196-2
Volume stability - Drying shrinkage Threshold Value <0.025 EN13674
Constituents which affect the volume
stability of air-cooled blast furnace slag Declared Value NPD EN1744-1
Water absorption Declared Value WA242 EN1097-6
Emission of radioactivity Declared Value NPD EN12620
Release of heavy metals Threshold Value NPD EN12620
Release of polyaromatic carbons Threshold Value NPD EN12620
Release of other dangerous substances Declared Value NPD EN12620
Durability against freeze/thaw Declared Value MSzs EN1367-2
Durability against alkali-silica reactivity Declared Value NPD EN12620

8. N/A

The performance of the product identified above is in ¢ formity with the set of declared performances. This

declaration of performance is issued in accordance witl
responsibility of the manufacturer identified above.

Signed on behalf of the manufacturer:

egulation (EU) No. 305/2011, under sole

Full Name:
Position:

Anthony Caséidy

Quarry Manager

Date: 11/09/2024
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Churchill Stone
Churchill, Letterkenny
Co Donegal
0050 - CPR — 0689

1.S EN 12620:2002+A1:2008

Aggregate for Concrete

180809123 6.3/14 mm chips (BLK - Block mix)

Churchill Stone Ltd, Churchill, Letterkenny, Co Donegal

DOP/BB/180809123

Aggregate Type Declaration
Particle Shape Category
Particle Size Designation

Tolerance Category
Particle Density Declared Value
Fines Content Category
Shell Content Category
Resistance to fragmentation Category
Resistance to Polishing Category
Resistance to Abrasion Category
Chlorides Declared Value
Acid Soluble Sulfate Category
Total Sulphur Category
Water soluble sulfates of recycled aggregates Category
Constituents which alter the rate of sefting and hardening of concrete Category
Influence of recycled aggregates on initial setting time of cement Ceisgory
Carbonate Content Declared Value
Volume stability - Drying shrinkage Threshold Value
Constituents which affect the volume stability of air-cooled blast fumace slag Baciared Valis
Water absorption Declared Value
Embsion of radioactivity Declared Value
Release of heavy metals Threshold Value
Release of polyaromatic carbons Threshold Value
Release of other dangerous substances Declared Value
Durability against freeze/thaw Declared Value
Durability against alkali-silica reactivity Declared Value
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